
Trench
Main Line

Mainline

DETAIL OF HOUSE CONNECTION AT GRADE

30° Bend

Crushed Stone

4" Extra Heavy Duty Cast Iron Pipe

Min. Slope: 4" @ 2% 

Length as Ordered or Specified

Hydraulic Cement Concrete

Sewer Pipe Saddle or Approved Equal
Sealtite Type "E" Model "EX"

Bolts, Nuts, & Washers
Stainless Steel Strap,

Cemented to Saddle
Rubber Tubular Gasket

Main Line
Trench

Mainline

Hydraulic Cement Concrete

Lead Joint
Sealtite Type "E" Model "EX"

Sewer Pipe Saddle or Approved Equal

City Property - Sidewalk AreaStreet R.O.W.

Concrete
Class A Mix

( 1 : 2 : 3 1/2 )

City Property - Sidewalk Area

Varies

Concrete
Class A Mix
( 1 : 2 : 3 1/2 )

Varies

Street R.O.W.

14"

New Dropped Curb 
To Be Built By

Contractor.
Cutting Of Existing Curb 

Will Not Be Permitted 

9"

2"
6"

9"

6"

1" Nosing

6"

18"

1/2" : 1'

Driveway -
7" Concrete - 

With 6 X 6 10/10 W.W.F.

1/2" : 1'

5" Granular Material
3/4" Crushed Stone

1/4" : 1'

2"

6"

Varies4' Min

6"

1/4" : 1'
5" 
Concrete 
Walk

5" Granular 
Material
3/4" Crushed 
Stone

Alt. Profile

SECTION THRU CURB AND SIDEWALK

SECTION THRU DROPPED CURB AND DRIVEWAY APRON

 City Right of Way Permit  
Application 
City of Rye, New York Engineering Department 
1051 Boston Post Road, Rye, New York 10580 
Phone 914.967.7676              Fax 914.967.7185              www.ryeny.gov 

TEMPORARY PATCH 
A minimum of 2” Asphalt material 
shall placed immediately after back-
filling on all trenches, Except if Con-
trolled Density Fill  (CDF) is used. 
The permittee shall be responsible for 
maintaining the pavement until final 
restoration is made. 
FINAL RESTORATION 
The permittee shall excavate the 
trench and place asphalt binder and 
top to the specifications shown. 
When CDF is used, asphalt can be 
placed after two days. 
NOTIFICATION 
The permittee shall notify the City 
Engineers office not less 24 hours 
prior to any pavement restoration. 
Failure to give  notice may result in 
forfeiture of deposit. 

(NO CONTROLLED DENSITY FILL)
PERMANENT PAVEMENT REPLACEMENT DETAIL

Existing Pavement Surface

REPLACEMENT DETAIL
PERMENENT TRENCH & PAVEMENT

Broken Stone
Cradle I.O.B.E.

N.T.S.

Min. 2" Asphalt Conc. Top

Asphalt Binder (Type 4)
Heavy Duty Roads = 6"
Light Duty Roads = 4"

Saw Cut Only

Desitty
Fill

Controlled

Tack Coat Edges

N.T.S.

Fill

Trench Width

8"

ASPHALT ROAD

1'-0"

Min. 1'-0" Cut Back
Both Sides

1'-0"

6"

Min. Cut Backs
Both Sides

Details 

2-1-05 GJM 


